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Y Available on the JLG Model 510AJ - the Workstation in the Sky™ Series of
rea e ou r access platform accessories and attachments are major innovations in
aerial work platform design to make above ground jobs even more efficient

=
worKStatlon and free operators from ground-based tools; relieve job site congestion;
= ™ reduce noise, emissions and fuel consumption; and conserve platform
I n the SKy space to enhance working conditions for the operator.

- ) S 2"  SkyPower™ Package - the power

: behind your work station

The enabling power source to run a variety of
productivity-enhancing accessories. The 510AJ
boom lift can be fitted with an optional engine
driven, self-contained 7,500 watt generator with

power lines running inside the power track to AC
outlets in the platform.

SkyWelder™ Package

The JLG SkyWelder™ package — a 250 amp welder
in the platform (powered by the integrated
SkyPower™ generator). The package includes a
Miller® welding unit that provides a 5 to 250 amp
range and can be used for stick and TIG welding
applications. Power runs through the boom's power
track from the SkyPower™ generator. This enables
simultaneous use of power tools such as grinders
for use when welding.

Side entry platform Outstanding
reach, up and

Equipped with a side-entry over obstacles

gate and low entry height

for improved access and The model 510AJ
allowing accessories to be has exceptional
fitted to the front of the clearance of 7.63 m

platform. and horizontal reach
of 9.48 m to get to

the work area.



More reach, more control,
more productivity,
more value!

The new JLG Model 510AJ provides even greater choice with s
its 15.8 m platform height and superb working envelope that

combines 9.5 m outreach with 7.6 m up and over height -

putting this machine in a class of its own. Featuring standard p:
four-wheel drive and oscillating axle, the model 510AJ provides |
outstanding rough terrain performance when you need it. {

With a selection of value packed features to help improve
operation and optimise productivity, you'll find that there is a
lot more to the new Model 510AJ from JLG.

Standard Four Wheel Drive and Oscillating Axle

The Model 510AJ features four wheel drive for superior rough terrain performance. Combined
with the oscillating axle feature, the 510AJ is able to climb an impressive 45% gradeability.

Control ADE™ (Advanced Design
Electronics) System

Helps optimise productivity while lowering your
ownership and operating costs. The Control ADE™
System provides smoother machine functions,
increased fuel efficiency and reduced emissions, and
reduces the number of wires and connections for
enhanced reliability. Troubleshooting time is reduced
with its self-test capability and function speeds can
be customised to meet customer preferences.




JLG MODEL 510AJ

REACH SPECIFICATIONS

G (A o e s e ot B B el s 15.81 m (51 ft 10 in.)
Horizontal Reaoh - o« « s s spmaimisn s dats wjsiise s + 3 9.48 m (31 ft. 1.51n.)
UptandiOVerHeight e R s, S e e etotss e 7.63m (25 ft. 0.5 in.)
iurntableiRotationi(non) CONHNUOUS):. < oe = shuisisre ehais) e SR EIIRENEE 360°
Platform Capacity — Unrestricted. . . . .................. 230 kg (500 Ibs.
PlatfofmiRotator(Hydratlic) s it S S 180°
Ui Overallilensthis i st e e oo sesheisiahas sod s 1.24m (4t 1in.)
Jib= Range oTfarticllation s IS T e 145° (+75°/ -70°)
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DIMENSIONAL DATA i o i
P T S o e 0.76 m x 1.83 m (30 in. x 72 in.) Features fully proportional multi-function control capability providing optimum
B. Overall Width with 12 X 16.5tyres . ................ 2.26 m (7 ft. 5 in.) travel control and more efficient positioning to the elevated work location.
Overall Width with 33/1550 x 16.5tyres . . .......... 2.34m (7 ft. 8in.) : f : i
R e U Zero A console Ilgh’F pan.el informs the operator of various condition sensors such as
D. Stowed HeIght . . . ..o v e e 2.26 m (7 ft. 5in.) fuel level, engine distress, and control enable status. Easy-to-replace console
E. Stowed Length. ..ot 7.68'm (25ft. 2.5in.) decals feature large, colourful, easy-to-identify graphical symbols.
Fe R WREBIDASE ueroxs o s imsietalon o n « woinusn o s whofoiohe smske siiand 2.34m (7 ft. 8in.)
G- GIOURd Clearante:, « < s s » & 5606 55 5 gbismisrsss 3 0.36 m (1 ft. 2in.)
Gross Vehicle Weght* ... ..............oovne. 7,300 kg (16,100 Ibs) The JLG “1 & 5” Warranty
Maximum Ground Bearing Pressure . . ............... 3.37 kg/cm’ (47 psi) JLG Industries, Inc. backs our products with our exclusive “1 & 5" Warranty. We provide
g”‘/;’ Sg_"fd ------------------------------ 7.2 km/h (4.5 mfg‘;{z coverage on all products for one (1) full year, and cover all specified major structural
radeability .................. CHASSIS """""""""" 4 components for five (5) years. Due to continuous product improvements, we reserve the

TYFES = SIBNIA v e eeeeeen e nnennenss Foam Filled 12 x 16.5 rlgﬁt to ma.ke specification and/or eq.wpment changes wnhotft.pnor notification.
Tires = ODLONAIR i 3« s gt e s iy o Foam Filled 33/1550 x 16.5 Thls machine _me_ets or exceeds applicable Regulations as originally manufactured for
Axle Oscillation (Standard) . . . . ... ..ouveneieeneeneanns 0.10 m (4 in.) intended applications.
ifuring Radius = Inside =2iot <ot s s liainte s shaleia 2.00m (6 ft 7 in.)
Turning Radius - Outside .. .................oou... 5.00 m (16 ft 5 in.) o

POWER SOURCE NOn
Diesel Engine (Deutz F3M1011) .. ......ovviineeniinneeennns 35kW C E 1509002
Fuel Tank Capacity . . . ..o vvveeeee e et 62.5 L (16.5 gal.) ks
HydrauliciResenVein s s i o e ks e & & 5 Wgees = svahers 113.6 L (30 gal.)
AUXITATY POWET. .« . e v oo e e et e et e ee e 12V DC / \

Standard Features

0.76 m x 1.83 m (30 in. x 72 in.) low mount side entry platform, Side entry with inward swing gate, Multiple
function operation, Full proportional drive/steer joystick control, Full proportional main boom and swing joystick
control, Variable speed dial control for lower boom, telescope and platform rotate, 1.24 m (4 ft. 11 in.)
articulating jib, 180 degree powered platform rotator, Platform console machine status light panel *, AC power cable
to platform, Deutz F3M1011 diesel engine, Engine distress warning system?, Gullwing turntable hoods, Swing.out
engine tray, Spark arresting muffler, Control ADE™ - Advanced Design El ics System, Hy i
transmission, Four wheel drive, Horn, 4 degree tilt alarm and indicator light, Rim protector foam filled lug tread tyres
12 x 16.5, Oscillating axle, Lifting/tie down lugs, Hour meter, Ground control selector switch with key lock, Noise
reduction package, Platform tool tray, 12V-DC auxiliary power.

Available Options

0.76 mx 1.52 m (30 in. x 60 in.) low mount side entry platform, 0.76 m x 1.22 m (30 in. x 48 in.) low mount
side entry platform, 12 mm air line to platform, Boom wipers, 33/1550 x 16.5 wide foam filled tyres, On-board
2500W generator, SkyPower™ Package 7,500 watt on-board generator, SkyWelder™ Package 250 amp welder
in the platform °, Travel alarm, All motion alarm, Platform work lights, Head and tail lights, Nite-Brigh*™

accessory package (consists of six 40 watt lights), Flashing amber beacon, Hostile environment packag JLG Industries ( Australi a)

Catalytic Purifier Muffler, Storage tray.
* Provides indicator lights at platform control console for system distress, low fuel, ARBN 056 685 897 ABN 42 056 685 897

4 degree tilt light, and foot switch status. 11 Bolwarra Road (PO Box 5119)
Z Low oil pressure and high coolant temperature alarms. Port Macquarie NSW 2444 Australia
3 Available when integrated with the SkyPower™ package
* Includes cv;nesolle cover, boom wi:ers andwcylindper beﬁows. Head Office (02) 6581 1111
NSW Office (02) 9726 6511  VIC Office (03) 9545 6303
*Certain options or country standards will increase weight. QLD Office (07) 3272 9988 WA Office (08) 9356 9811

Specifications may change to meet country standards or with the addition of optional equipment.

Specifications may vary for units supplied to Australian Standards
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